
Description:

Article number:

Stopper diameter:

Stopper length:

Cap diameter:

Cap height:

Overall length:

Material stopper:

Colour Stopper:

Colour Cap:

Weight (g):

 valid from: 12.04.24, SH

20.0 mm (+/-0.3)

19 mm (+/-0.3)

Beech

Wooden Topped Cork 29x15, Ø19 mm

402002602

15.0 mm (+/-0.3)

technical drawing

PE-TPO

35.0 mm (+/-1.0)

29 mm (+/-0.5)
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Characteristics / Storage conditions:

Approx. 9

Beech

- Verify the correspondence of the item through

the correct cork in the first bottles.

- After the cork application the bottles must stay in

vertical position for 10 minutes.

- Preserve at a temperature between 15° and 20°

C. and a humidity between 50 and 70 %.

- During transportation the temperature should not

exceed 35°C.

- During the transport and production process the

product using ours stoppers should remain within

a range of temperature -10° / +35°C and humidity

level between 50 and 70 %.

- The products must be stored in a closed, clean

and odor-free environment.

- The stock boxes do not have to be placed on the

ground but up to, to avoid any kind of

contaminations (insetcs, filth, etc..).

- The stoppers must be packed in a closed plastic

bag, placed inside a corrugated cardboard box.

- Keep product on pallets. Do not leave the goods

exposed to sun or moisture. Once the bag is

opened, it is suggested that the product be

depleted, or sealed again.


